130kW/261kWh

Immersion Liquid Cooling Hybrid ESS

PV Compatible

The 130kW/261kWh immersion liquid cooling
hybrid energy storage system is a powerful, ultra
safe integrated solution designed to meet the
growing demand for efficient energy
management. It seamlessly combines solar, grid to
maximize renewable energy utilization. This
advanced system delivers enhanced cost savings
and ensures a reliable, uninterrupted power supply

for a wide range of applications.

Application Scenario

® Energy Backup

® Peak Shaving

® Renewable energy Optimize
® Off gird/Island

®Energy Arbitrage

® Cost Saving

Multi-energy Complementary Si

EfRamn

Highly Integrated

@ 2ll-in-one design, integrating PV, grid connection with
bulit-in PCS

@ Casily expandable to meet growing energy demands.

Ultra Safety and Reliable

@ Immersion liquid cooling battery pack

@ Robust design, perfect for resident aera or highly

Immersion Liquid Cooling Pack

World-leading immersion liquid coocling technology for
battery cell thermal management, maintaining a precise
2°C temperature differential and significantly extending
battery lifespan

User-friendly Plug & Play

@ Al-powered EMS optimizes operations for maximum
efficiency

@ Preconfigured for fast deploy

Model KPSA130261

PV Input

Max. PV Input

MPPT Voltage Range
Max. Input Current

No. of MPP Trackers

PV Max. Efficiency
Battery Parameters
Battery Type

Battery Voltage Range
Battery Pack

Number of Battery Packs
Battery Capacity

Max. Charge/Discharge Current
Cycle Lifespan

AC Parameters

Rated Power

Rated Apparent Power to Grid
Rated Voltage

Rated Frequency

Rated Current

Power Factor

THDi

General Data

Dimensicn (WxDxH)
Weight

Operating Temperature Range
Relative Humidity
Altitude

IP Rating

Cooling

STS

Diesel Generators

Certifications and Compliance

AC

180KWp
200V ~ 700V
S0AX 4
1/4
97.50%

LFP 32V 314Ah
700V ~ 950V
5
52.249kWh
261kWh
196A DC
>10000

130kW
130kVA
230/400V+3%; 3L+N+PE
50Hz / 60Hz
188A
=l =3

<3%

1650mm x 1450mm x 2480 mm
2800kg
-25°C ~ 50°C (Derating > 45°C)
0%~95%
4000m
IP54
Air Cooling (PCS); Immersion Liquid Cooling (Battery)
10ms with Energy Gateway
Support with Energy Gateway

IEC 62619, IEC 62477, IEC 61000 EN 50549-1, UL 1973, UL 9540A, UN38.3
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